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The Hydroflow unit S-38 (Date: 07.06.2017) was installed before the water supply to the ice maker “Brema-vm-900” after the 

fine filter. Biological deposits were constantly formed on the coarse filter of the ice maker. It was necessary to stop the 

machine & clean it by hands, under the pressure of water. 

 

The photos were made before the installation of Hydroflow unit. 

 

The coarse filter of the ice maker was cleaned at least two times a week. The photo clearly shows biological deposits of 

black color, with an unpleasant odor. The filter grid is completely clogged. 
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Mechanical filter before the installation of Hydroflow unit work 
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Photo of the coarse filter of the ice maker after it has been washed with a pressure of water. Biological 

deposits are not completely gone, visible clogged areas. Cleaning the filter is quite an uncomfortable 

stage, since biology has lagged far behind the filter. 
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Adapter hose, which goes from the fine filter is clogged up with biology. The photograph clearly shows the 

section of the hose, which is several times smaller than its usual size. From this we conclude that all supply 

pipelines to the ice maker are in the same state. We didn’t manage to disassemble the filter for fine cleaning 

and check it, but as practice shows, it is also completely stuffed with biological sediments that hinder its 

productive work. 
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The photo clearly shows that the biofilm changed its color and acquired a brown tint, as evidenced by 

the fact that the microflora began to die. Biological deposits did not go away completely on the filter, 

as they are leaving the water supply system and is staying on it. The thickness of bio-deposits on the 

filter was 2 times less. Clearance the filter under the water pressure did not make any difficulties. The 

filter was very easily cleaned. 

The photos are made since 3 weeks after HydroFLOW unit installation 

(30.06.17). 



Under the pressure of water, biological deposits are leaving easily, practically do not remain 
on the filter. Before the installation of Hydroflow unit, it was impossible to clean the filter by 
the water pressure. 



 On the adapter of the branch pipe of the fine filter, which stands in front of the ice maker, the biology is 
completely gone. The cross-section of the pipeline came back to normal, to factory standards. 



  
  before unit installation     after unit installation 

On the branch pipe of the fine filter, the biological deposits completely disappeared. The cross-section 

of the pipeline came back to factory standards. 
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After HydroFLOW unit installation                                                               After the installation of Hydroflow unit 

              (16.06.17)                                                                                                   (Date 30.06.17)                                 

 

 

Hydroflow unit removes and kills biological deposits from pipelines, as evidenced by deposits and a raid on top of the 
fine filter. Also, the filter began to better cope with its task and became retard more microbiological parts. 



 

After HydroFLOW unit installation                              After HydroFLOW unit installation               

(Date 16.06.17)                                                          (Date 30.06.17)                                 

 

 


